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* Please note, the below is a summary of our range.
Please visit our website for a full spec sheet of each model. Specifications subject to change without notice.

HIGHIite Series TITAN Series INSIGHT Series
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E-Vision Laser 5000 E-Vision Laser E-Vision Laser 8500 E-Vision Laser E-Vision Laser E-Vision Laser M-Vision Laser 18K/ HIGHIite HIGHIlite Laser TITAN Laser INSIGHT Dual Laser INSIGHT 4K HFR 360  INSIGHT Laser 8K
6500 I /10K /13000 4K-UHD (HB/HC) 11000 4K-UHD WQ120 21000-WU Laser Il 4K-UHD WUXGA / 4K-UHD 4k (120 Hz)
Brightness 5,500 6,500 8,500 7,500/ 4,700 10,500 2,700 18,000/ 21,000 13,000 12,500 25,000 - 37,000 27,000 27,000 25,000 /40,000
(Lumens) 10,500/ 12,500
Resolution WUXGA WUXGA WUXGA 4K UHD 4K UHD WQXGA WUXGA WUXGA 4K UHD WUXGA / 4K-UHD 4k 4K 8K
Technology 1 Chip DLP 1 Chip DLP 1 Chip DLP 1 Chip DLP 1 Chip DLP 1 Chip DLP 1 Chip DLP Three Chip DLP Three Chip DLP Three Chip DLP Three Chip DLP Three Chip DLP Three Chip DLP
Contrast Ratio 20,000:1 20,000:1 10,000:1 10,000 /18,000:1 6,000:1 2,000:1 10,000:1 10,000:1 2000:1 18,000:1 2,000:1 2,000:1 2,000:1
3D v (4 4 4 (4 - 4 (4 - 4 v -
Warp / Blend - - v Geometry & Blend Geometry & Blend = v v v v See website See website See website
Lens Options 1 xZoom 1 x Fixed 2 x Fixed 2 x Fixed 2 x Fixed 4 x Zoom 5 x Zoom 2x Fixed 2x Fixed 1 x Fixed 1 x Fixed 1 x Fixed 3 xZoom
6 x Zoom 6 x Zoom 6 x Zoom 6 x Zoom 5 x Zoom 5x Zoom 6 x Zoom 3 x Zoom 3 x Zoom

Lens range 1.15-1.90:1 0.77:1 - 5.0:1 0.38:1 - 8.26:1 0.38:1-8.27:1 0.38:1 -8.27:1 0.79:1 - 3.9:1 0.84:1 - 7.00:1 0.77:1-6.76:1 0.77:1 - 6.76:1 0.35:1-10.36:1 0.93:1 - 4.98:1 1.13:1 - 4.98:1 1.13:1 - 4.98:1
Weight 10.7 kg 25 kg 28 kg/28kg/31kg 28 kg 31 kg 22.7 kg 49 kg / 52 kg 55 kg 70 kg 95 kg 100 kg 100 kg 132 kg
(projector only)
Power 100-240VAC 100-240VAC 100-240VAC 100-240VAC 100-240VAC 100-240VAC 100-240VAC 110-240VAC 110-240VAC 110-240VAC 200-240VAC 200-240VAC 200-240VAC
Requirements
Dimensions (mm) L: 450.00 L: 534.00 L:598.30 L:598.30 L:598.30 L:598.30 L:695.00/ 748.00 L: 710.00 L: 970.00 L:930.00 L:969.30 L:1000.30 L: 1000.30/1000.30

W: 350.00 W: 470.00 W: 500.00 W: 500.00 W: 500.00 W: 500.00 W: 530.00 / 530.00 W: 585.00 W: 585.00 W: 650.00 W: 650.00 W: 722.00 W:722.00/777.00

H: 151.00 H:226.00 H: 218.50 H:218.50 H:218.50 H: 218.50 H: 248.00 / 248.00 H: 265.00 H: 307.00 H: 350.00 H:397.30 H: 479.00 H: 479.00 / 479.00




At Digital Projection, we're committed to going the extra mile for imaging pioneers prepared to push
the boundaries of visual experience. We relish helping you — the creative directors, system integrators
and dreamers behind the world’s most exciting visual experiences — challenge the status quo. We also
take great satisfaction in seeing your projects through to completion. That means we'll be there from
beginning to end, offering friendly advice to help you select the right projectors, as well as responsive

technical support should you need it further down the line.

We have a wealth of experience helping our partners produce awe-inspiring imaging experiences. We
bring that knowledge to bear on our own process, ensuring every element is focused on our partners’
needs, from research through product development to sales and support.

Projection mapping with M-Vision Lasers

Blended E-Vision projectors in an immersive tunnel (Photo: Benart, Turkey) Projection mapping with TITAN projectors  Immersive VR using HIGHIite Laser

(Photo: Bambus Veranstaltungstechnik /  projectors (Photo: Amber Technology)
ETHA International)



